To get a cotter pin assortment of = Order NSN 5315-00-271-4251 for

NEED TO

RUSTLE UP SOME I1;)0, order NSN 53.15»00759.8759'16. . a woodruff key assortment.
HARDWARE? HERE'S your TM specifies a pin size,
HOW. though, make sure you use that pin or

you could damage your equipment.

NSN 5365-00-213-9035 gets a
snap ring kit that has an assortment

h . 3 If it’s stretch tiedowns you need,
of external and internal snap rings.

here are several:

Length Stretch
@ @ NSNS340- | (inches)

00-340-0980 | 10 | 15-20

01-029-9084 15 20-30
01-231-6015 | 20 | 2741
NSN 5310-00-297-3751 brings a 01-029-9085 3 36-42

nut assortment.
For a box of 100 electrical

tiedown straps, order:
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156-3253 13.35

To get assorted lockwashers, = 3 e R
order NSN 5310-00-209-2312. i i
727-5153 25

_lt’s downright irritating when you To get blank key

. have to search 10 references to find an tags, order red fiber
i NSN for small hardware. -~ tag and metal hook,

- Here’s an NSN roundup to keep  NSN 9905-00-245-
handy: g Dol g TG 7826, [tcomesina
~ box of 100.

Absorbent compound, NSN

~ 7930-01-145-5797, comes in a 25-1b

bag. NSN 7930-00-269-1272 gets a
50-Ib bag.

An O-ring assortment comes with

- NSN 5330-00-966-8657.

For kéyfings,. usﬂe"ﬂat ring, NSN i
53§§:QO-933—3§96




Paper gaskets that are resistant to

; . gasoline, mildew, oil and water come with
the following NSNs:

NSN 5330—00

| Thickness (inches) &

27d-347o

For cork gaskets, order:

NSN 5330-00-
. maeeM

Thickness (inches)

291-1685

Tomem ] wm

To get gasket-sealing compound, order:

To .get electrical insu]atiﬂg
varnish, order NSN 5970-00-
284-5448.

NSN 5940-00-525-0907 gets
an electrical terminal kit with
commercial-type connectors and
a crimping tool.
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If you need to make electrical
wire repairs, order heat-shrink-
able tubing with these NSNs:

NSN 5970-00- Dlameter (mches)

8030-00 : pe
| 2472524 | 20ztube | Hardening
247-2525 11-oz tube | Hardening
2206973 | 4-ozcan | Nonhardening
656-1426 1pint | Nonhardening

Electrical waterproof connectors (for
electrical tool kit in the No. 1 and No. 2
Common shop sets) are NSN 5999-00-

- 570-1380 for the Bendix kit, and NSN
5999-00-570-1060 for the Douglas kit.

8122088 | e
812-2969 s

s n |
812-2967 12

AND THAT'S
THE ROUNDUP
ON THAT! £




